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專為中小型會議室及個人視訊通話而設計

運用 TOTEM 120 
進行虛實混合會議

IPEVO TOTEM 120

單人小型空間

麥克風最佳收音範圍
 3公尺

中型會議室



IPEVO Visualizer
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Zoom Skype Microsoft Teams Google Meet webex 

USB-C

IPEVO EyeStageTM

Free Download

| 如何連接IPEVO TOTEM 120
將 IPEVO TOTEM 120 插入電腦上的 USB-C 端口。

您的系統將自動識別裝置，接著即可在 Zoom、Skype、
Microsoft Teams 等會議應用程式或 IPEVO Visualizer 軟體、
IPEVO EyeStageTM 等影像應用程式中將其選擇作為攝影機。

會議模式
將可調式機身往上拉，讓鏡頭與視訊者的視線呈平
行高度，可提供專業又自然的視訊畫面，就像面對
面開會一樣。

| 三種操作模式

插入即可使用

Free Download
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分享模式
將可調式機身往上拉，接著使其向下傾斜直到卡榫位
置。 45° 角的顯示畫面，非常適合用於產品操作示範
和教學等情況。

文件模式
在分享模式的情況下，將攝影機推過
卡榫位置一路向下。在此模式可拍攝
文件內容並將其展示在畫面上，或是
以數位檔案的形式進行分享。

建議切換到 80° 自動對焦鏡頭來分享文字文件，
也可搭配IPEVO SnapCapture OCR（即將推出）
做為文件掃描使用。

80°自動對焦鏡頭
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120°

80°

TOTEM 120 配有兩個鏡頭，使用者只需按一下按鈕即可在兩者間切換。

啟用後，AI Stage 會根據偵測到的場景自動進行畫面構圖。

這項噪音過濾功能採用了人工智慧技術，經過 5 億筆
不同資料的訓練，能有效在保留自然人聲的同時精確
移除環境干擾噪音。

當只有一人位於攝影機前時，將顯示使用者的近身畫面，
以其「上半身」區域為中心。

若偵測到超過一人，畫面將框入所有會議參與者，確保
每個人都維持在畫面中，且每位參與者都清晰可見。

兩個鏡頭可供切換

AI Stage

AI Voice

具有自動對焦功能，這個鏡頭很適合用於文件分享或拍
攝簡報資料細節。也可用於拍攝單一談話者，而不顯露
過多周邊環境。 

提供超廣角視野，非常適合視訊會議或拍攝實體展示
內容。

120° 超廣角鏡頭 80° 自動對焦鏡頭

AI人聲加強功能技術提供：



5

按鈕及指示燈

120° 超廣角鏡頭

80° 自動對焦鏡頭

攝影機指示燈

AI 增强型麥克風

顯示鏡頭使用狀態
上：120° 超廣角鏡頭
下：80° 自動對焦鏡頭

請在會議應用程式中
將其選擇為音訊來源。

AI 降噪麥克風指示燈
藍燈＝AI 降噪功能開啟，人聲強化
白燈＝AI 降噪功能關閉，接收所有音訊

AI Voice
開啟降噪功能以識別及增強人聲，
降低環境噪音。

AI Stage
開啟影像自動追蹤，
讓鏡頭前的與會者都能保持在畫面中。

翻轉 180°
將圖像上下顛倒（旋轉 180°）

攝影機切換開關
在超廣角和自動對焦鏡頭間
切換。
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請勿在以下場所使用/存放本產品：

・靠近熱源
・接近蒸氣或油煙處
・高濕度的地方
・多沙或多塵的地方

注意

この装置は、クラスB情報技術装置です。この装置は、家庭環境で使用することを目的としていますが、
この装置がラジオやテレビジョン受信機に近接して使用されると、受信障害を引き起こすことがありま
す。取扱説明書に従って正しい取り扱いをしてください。

VCCI-B 

想獲得更多 AI 技術視訊強化功能，請試試 IPEVO
的軟體 EyeStage。包含更多適合虛實混合會議、
簡報和文件分享的 AI 構圖模式，以及將兩個攝影
鏡頭拍攝內容整合為單一輸出的多種顯示模式，
可作為會議應用程式中的虛擬攝影機。

*使用EyeStage™須符合運算需求以達到良好的使用體驗，相關
硬體需求和效能建議，請參閱下方網址。

| IPEVO EyeStageTM

IPEVO EyeStageTM Free Download

This device complies with Part 15 of the FCC Rules. Operation is subject to the following two conditions: (1) 
This device may not cause harmful interference, and (2) This device must accept any interference received, 

including interference that may cause undesired operation.

This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to part 
15 of the FCC Rules. These limits are designed to provide reasonable protection against harmful interference in a 
residential installation. This equipment generates, uses and can radiate radio frequency energy and, if not 
installed and used in accordance with the instructions, may cause harmful interference to radio 
communications. However, there is no guarantee that interference will not occur in a particular installation. If 
this equipment does cause harmful interference to radio or television reception, which can be determined by 
turning the equipment off and on, the user is encouraged to try to correct the interference by one or more of the 
following measures:
—Reorient or relocate the receiving antenna.
—Increase the separation between the equipment and receiver.
—Connect the equipment into an outlet on a circuit different from that to which the receiver is connected.
—Consult the dealer or an experienced radio/TV technician for help.

FCC Declaration


